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QUESTION 1

Overcoming bandwidth limitations is a function of: 

A. Transport Streamlining 

B. Application Streamlining 

C. Data Streamlining 

D. Storage Streamlining 

Correct Answer: C 

 

QUESTION 2

The Admission Control alarm is triggered when a Steelhead appliance encounters: 

A. Bandwidth utilization exceeding the model capabilities 

B. A number of optimized connections exceeding the model capabilities 

C. A datastore that has just reached full capacity and cannot accept any more SDR data 

D. A problem that it cannot control but is not sure what it is 

Correct Answer: B 

 

QUESTION 3

What are basic components of the Interceptor appliance? (Select 3) 

A. Load Balancing 

B. Redirection 

C. Peer Affinity 

D. Optimization 

E. Store SDR data 

Correct Answer: ABC 

 

QUESTION 4

The benefits provided by the CIFS application-level optimizations are: 

A. Remove protocol chattiness from the remote LAN 
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B. Remove protocol chattiness from the data center LAN 

C. Increase protocol chattiness from the WAN 

D. Remove protocol chattiness from the WAN 

E. Encrypt important data 

Correct Answer: D 

 

QUESTION 5

How many peers can a SteelHead synchronization its data store with? 

A. 1 

B. 2 

C. 3 

D. 4 

Correct Answer: A 

You can use RiOS data store synchronization for physical in-path, virtual in-path, or out-of- path deployments. You
enable synchronization on two SteelHeads, one as the synchronization the primary, and the other as the
synchronization backup. 
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