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QUESTION 1

What ClusterXL mechanism is used to verify that the interfaces of other cluster members are UP and communicates the
status of cluster members? 

A. PING 

B. CCP 

C. PPP 

D. HELLO 

Correct Answer: B 

 

QUESTION 2

Consider the IPv6 address: 2101:0DA0:080B:4114:0000:0000:0000:0001. According to IPv6 IP shortening rules, what
address can this be shortened to? 

A. 2101:0DA0:080B:4114::8:0 

B. 2101:0DA0:80B:4114::0 

C. 2101:0DA0:080B:4114::8:1 

D. 2101:0DA0:80B:4114::1 

Correct Answer: D 

 

QUESTION 3

When dealing with monolithic operating systems such as Gaia, where are system calls initiated from to achieve a
required system level function? 

A. Slow Path 

B. Medium Path 

C. Kernel Mode 

D. User Mode 

Correct Answer: D 

 

QUESTION 4

What effect would change the parameter of fwha_timer_cpha_res to 5 have on a cluster? 
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A. Change the cluster interface active check to 5 milliseconds 

B. Change the cphad to send test packets every 5 milliseconds 

C. Change the sync network timeout to 5 seconds 

D. Change the failover delay timeout to 500 milliseconds 

Correct Answer: D 

Reference: https://sc1.checkpoint.com/documents/R76/CP_R76_ClusterXL_AdminGuide/7298.htm 

 

QUESTION 5

In a high traffic network, which feature allows for more than one traffic path on an interface so that more than one CPU
can be used for acceleration? 

A. interface bonding 

B. vlan 

C. asic 

D. multi queue 

Correct Answer: D 

Reference: https://sc1.checkpoint.com/documents/R76/ CP_R76_PerformanceTuning_WebAdmin/93689.htm 
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