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QUESTION 1

Refer to the exhibit.

REGION A REGION A-B Audio REGION B

Codec Preference List;
P—— Sip Early Offer Trunk

! mer22 | PEER TN -
s —(2).6711 $ . ¢ SIP INVITE
(3).G729 Codec Preferenca
In Early Offer SDP
Codecs suppored: ,
G722
G711
G729 Region A-B Max Audio

Bitrate: 40kbps

Unanswered calls do not reach the voicemail associated with the phones. Instead, callers receive the default greeting.
Which action fixes the configuration?

A. Review the conversation manager logs on Cisco Unity Connection.

B. Check the box "Redirecting Diversion Header Delivery - Outbound”, then reset the trunk.
C. Reboot Cisco Unity Connection.

D. Check the box "Redirecting Diversion Header Delivery - Outbound".

Correct Answer: B

QUESTION 2

You are adding regions in Cisco Unified Communications Manager. Which codec(s) are selected when a call is placed if
you set up the max audio bit rate to use 8 kbps?

A. G.729

B. G 729 and G.711ulaw

C. G.711ulaw and G 711alaw
D. G.722

Correct Answer: A
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QUESTION 3

An engineer with ID378163512 is designing a new dial plan for a customer that has offices in several countries on four
continents around the world. This client also want to integrate with a Microsoft Lync backend, which dial plan type does
the engineer recommend?

A. SIP URI

B. TEHQ

C. H.323

D. E.164

Correct Answer: D

E164 is the international numbering plan meant to ensure each number is globally unique.

QUESTION 4

Refer to the exhibit.
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B&m xﬂslata [ cony 4}: Add New

—Status
@ Add successful

—DHCP Server Information
Host Server* 192.168.10.240 (2]
Primary DNS IPv4 Address 192.168.09.1

Secondary DNS IPv4 Address

Primary TFTP Server IPv4 Address(Option 150) 197 168 10,244
Secondary TFTP Server IPv4 Address(Option 150)

Bootstrap Server IPv4 Address

Domain Name

TFTP Server Name(Option 66)

ARP Cache Timeout(sec)* 0
IP Address Lease Time(sec)* 0
Renewal(T1) Time(sec)* 0
Rebinding(T2) Time(sec)* 0

Save Delete Copy Add New

An administrator configured a codec preference list with 0,122 and ILBC codecs. Which change must the administrator
make in the dial-peer section of the configuration to use this list?

A. add voice-codecs 20

B. add session codec 20

C. add codec preference 20
D. add voice-class codec 20

Correct Answer: D

QUESTION 5
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An engineer is integrating Unity Connection with Cisco UCM. Which two actions must be configured so that recording
and playback from the IP phones works at all times, including peak traffic hours? (Choose two.)

A. Increase the number of voice ports.
B. If it\'s a Unity Connection Cluster, ensure that replication is fine and not in split-brain mode.

C. The phone system to which the phones are registered in Unity Connection has the Default Trap Switch check box
enabled.

D. Add dedicated dial-out ports with the allow trap connections setting selected.
E. Ensure that you have set up SIP Digest Authentication on the SIP trunk security profile.

Correct Answer: AD
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