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QUESTION 1

Which of the following statements best describes the flooding of traffic on a PE when traffic is received on a spoke
SDP? 

A. Traffic is flooded to all SAPs in the service. 

B. Traffic is flooded to all SAPs and spoke SDPs in the service. 

C. Traffic is flooded to all SAPs and mesh SDPs in the service. 

D. Traffic is flooded to all SAPs, spoke SDPs, and mesh SDPs in the service 

E. The traffic is not flooded. 

Correct Answer: D 

 

QUESTION 2

All services mapped to an SDP use the same transport encapsulation type (either GRE or MPLS) 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 3

Which of the following about MPLS shortcuts for BGP on a Nokia 7750 SR is FALSE? 

A. BGP-sourced traffic is label switched through the core. 

B. Both LDP and RSVP- based tunnels can be used. 

C. IGP forwarding is used by default if no MPLS tunnel is available. 

D. CSPF is required for MPLS shortcuts to work. 

Correct Answer: D 

 

QUESTION 4

Click the exhibit button. 
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Assuming that the router ID of the router shown is 10.10.10.4, which of the following statements regarding the CLI
output is true? 

A. The router with router ID 10.10.10.5 is an ASBR. 

B. The router with router ID 10.10.10.3 is an ASBR. 

C. The router with router ID 10.10.10.5 originated the AS summary LSA in its own area. 

D. The router with router ID 10.10.10.4 is in the same area as the router with router ID 10.10.10.5. 

Correct Answer: A 

 

QUESTION 5

Which of the following about SDPs is FALSE? 

A. All services bound to the same SDP must be the same service type. 

B. All services bound to the same SDP will have the same transport encapsulation. 

C. Any operation on an SDP will affect all services bound to that SDP. 

D. An SDP is used to direct traffic for a service from one router to another. 

Correct Answer: A 
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