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QUESTION 1

Which of the following statements about interface redundancy with OVS is FALSE? 

A. OVS provides redundancy through a Linux bonded interface on the hypervisor. 

B. Guest VMs have two virtual NICs connected to OVS through a Linux bridge. 

C. Ethernet frames are sent between the redundant interfaces to verify connectivity. 

D. OVS connects to two physical ports connected to distinct leaf switches. 

Correct Answer: C 

 

QUESTION 2

Which of the following statements regarding CMM scaling is TRUE? 

A. DBS VMs can scale out in steps of a single VM. 

B. NECC VMs can scale out in steps of a single VM. 

C. CPPS VMs can scale out in steps of a single VM. 

D. IPDS VMs can scale out in steps of a single VM. 

Correct Answer: C 

 

QUESTION 3

Which of the following functions can be provided by an SPS managed element (ME)? 

A. Service Manager 

B. Customer Engagement 

C. Policy Control Enforcement Function 

D. Subscriber Profile Repository 

Correct Answer: B 

 

QUESTION 4

Which of the following about CMG CUPS architecture is FALSE? 

A. CMG user plane VNF implements the SGW-U, PGW-U, and GGSN-U functionalities 

B. A 7750 SR MG communicates with a CMG control plane VNF over Sx interface 
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C. CMG control plane VNF can be deployed in LB-mode or LB-less mode 

D. CMG user plane VNF can be deployed in LB-mode or LB-less mode 

Correct Answer: C 

 

QUESTION 5

Which of the following is NOT a function of the CMM IP Director Service (IPDS)? 

A. Terminates external logical interfaces. 

B. Manages UE registration and authentication. 

C. Assigns new subscribers to internal CPPS and PAPS. 

D. Implements network load/overload control. 

Correct Answer: C 
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