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QUESTION 1

During day-to-day operations, you notice that the HealthScore has decreased. What should you check first to
understand what has impacted the score? 

A. faults 

B. audit togs 

C. events 

D. accounting logs 

Correct Answer: A 

 

QUESTION 2

Which MO name represents a physical domain? 

A. RtDomP 

B. PhysDomP 

C. physDomP 

D. InfraRtDomP 

Correct Answer: C 

 

QUESTION 3

Which two statements are true regarding ARP request/response on an ACI Fabric? (Choose two.) 

A. ARP requests come in on the elected/designated FD encapsulation VLAN under the BD. 

B. ARP request can be captured using icpdump" on spine switches. 

C. ARP traffic is handled by the broadcom ASIC it the two endpoints are in the same EPG and the same FD VLAN. 

D. ARP requests are sent to CPU only if they are for the Bridge Domain SVI IP address 

E. ELAM can be used to capture ARP request/response frames in the Leaf front panel Broadcom ASIC. 

Correct Answer: DE 

 

QUESTION 4

Which scope type is used when the subnet address needs to be \\'leaked" to a different context or tenant? 
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A. public 

B. shared 

C. infra 

D. private 

Correct Answer: D 

 

QUESTION 5

Where does the subnet address of the distributed gateway need to be configured when route leaking is required? 

A. under the contract provider EPG 

B. under the contract consumer EPG 

C. in a shared bridge domain in the tenant common 

D. in the endpoint bridge domain 

Correct Answer: D 
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