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QUESTION 1

When deploying long-distance 802.11 bridge links (10 miles / 16 km), what parameter may be critical for improving data
flow by reducing retries caused by the long distances? 

A. The sequence control field value 

B. The acknowledgement timeout threshold 

C. The minimum transmit data rate value 

D. The CTS-to-self threshold 

Correct Answer: B 

 

QUESTION 2

Given: You are evaluating the theoretical and real-world RF gain benefits of transmit and receive features introduced by
802.11 with MIMO. This exercise allows you to quantify the feature\\'s value in a real-world environment. 

What is the maximum theoretical signal gain of chip-based TxBF and MRC (as features) when compared to the same
AP using only a single antenna for transmit and receive (effectively simulating a 1x1 chip)? 

A. 2 Rx or Tx chains = 3 dBi gain 3 Rx or Tx chains = approx 5 dBi gain 4 Rx or Tx chains = 6 dBi gain 

B. 2 Rx or Tx chains = 1 dBi gain 3 Rx or Tx chains = 2 dBi gain 4 Rx or Tx chains = 3 dBi gain 

C. 2 Rx or Tx chains = 3 dBi gain 3 Rx or Tx chains = 6 dBi gain 4 Rx or Tx chains = 9 dBi gain 

D. 2 Rx or Tx chains = approx 4-6.5 dBi gain 3 Rx or Tx chains = approx 7-10 dBi gain 4 Rx or Tx chains = approx
10-12 dBi gain 

Correct Answer: A 

 

QUESTION 3

When preparing a floor plan graphic for use in predictive and manual site surveying, what calibration method will lead to
the most accurate and reliable RF data? 

A. Use the known size of a small object, such as a ceiling tile, and use a single instance of this object (e.g. a single
ceiling tile) to scale the floor plan. 

B. Measure the width of an actual office doorway with a tape measure and use this value to calibrate against a doorway
graphic. 

C. Use the longest available measurement (like a straight exterior wall) to calibrate the graphic\\'s scale. 

D. Calibrate the ceiling height of the floor plan first, then the survey software should be able to auto-calibrate the X and
Y planes of the graphic. 

Correct Answer: C 
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QUESTION 4

What is the DSCP Per Hop Behavior equivalent classification of the 802.11 AC_VO priority level? 

A. AF31 

B. CS3 

C. VO 

D. EF 

Correct Answer: D 

 

QUESTION 5

As an implementation engineer, you have just received initial design specs from a network designer for your dual-band
802.11n deployment. The network design documents prescribe the following data rate configuration for the 2.4 GHz
radio: 

Basic Rates -- 5.5, 6, 11, 12 Mbps 

Supported Rates --9, 18, 24, 36, 48, and 54 Mbps as well as MCS 0-15 

What will result from this design strategy? 

A. By disabling support for 1 and 2 Mbps while allowing 5.5 and 11 Mbps, the network will force 802.11b clients to use
these higher data rates. 

B. Protection mechanisms will always be in use on this network to support 5.5 and 11 Mbps as basic rates. 

C. HR/DSSS (802.11b) stations will not be able to associate to the service set. 

D. This configuration violates the IEEE specification that defines 6, 12, and 24 Mbps as mandatory data rates for
802.11g/n. 

Correct Answer: C 
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