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QUESTION 1

In the OSPF protocol, inter-area route calculation involves only Router LSA, Network LSA, and Summary LSA. 

A. TRUE 

B. FLASE 

Correct Answer: A 

 

QUESTION 2

Which of the following statements regarding DR/BDR are false? 

A. In a broadcast network, DR and BDR must be elected. A broadcast network without a DR or BDR cannot operate
normally. 

B. DR others listen on the multicast address 224.0.0.5. 

C. All DR others establish neighbor relationships with DR and BDR only. 

D. DR others listen on the network address 224.0.0.6. 

Correct Answer: C 

 

QUESTION 3

Which of the following is the default interval at which the DIS on a broadcast IS_IS network sends CSNPs. 

A. 30 

B. 3.3 

C. 10 

D. 40 

Correct Answer: C 

 

QUESTION 4

A switch runs MSTP. The configuration is shown in the figure. What is the role of this switch in MSTI 1? 
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A. Uncertain 

B. Root switch 

C. Non-root switch 

D. Secondary root switch 

Correct Answer: A 

 

QUESTION 5

To prevent inter-area routing loops, OSPF does not allow advertising routing information between two non-backbone
areas and allows sing routing information only within an area or between the backbone area and a non-backbone area.
Therefore, each ABR must be connected to the backbone area. 

A. TRUE 

B. FALSE 

Correct Answer: A 
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