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QUESTION 1

Which of the BGP attributes is Optional transitive attribute? 

A. AS_PATH 

B. MED 

C. NEXT_HOP 

D. ORIGIN 

E. LOCAL_PREF 

F. COMMUNITY 

Correct Answer: F 

 

QUESTION 2

Which of the following statements about CAR are correct? 

A. CAR uses token bucket mechanism to measure traffic and allocate bandwidth. 

B. CAR can be used for incoming interface and outgoing interface. 

C. CAR and queue scheduling cannot be used at the same time because of confliction. 

D. CAR can be used to limit the rate of the specific type of traffic. 

Correct Answer: C 

 

QUESTION 3

Which of the following type of MPLS L2 VPN carries only one label on an MPLS network? 

A. Martini 

B. SVC 

C. CCC 

D. Kompella 

Correct Answer: D 

 

QUESTION 4

Which of the following statements about layer 2 LAN switch are incorrect? 
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A. LAN switch will modify the data link layer header of the packet and then forward it. 

B. LAN switch can learn Mac address automatically. 

C. LAN switch operates at data link layer. 

D. LAN switch will modify the network layer header of the packet and then forward it. 

Correct Answer: B 

 

QUESTION 5

An internal FTP server wants to provide the ftp service to the internet, which of the following NAT methods can be
used? 

A. Destination NAT 

B. No-PAT 

C. NAT Server 

D. NAT Inbound 

Correct Answer: C 
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